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PIPE CONNECTOR
DETAILS

L X - Revit family Latest Modification

PIPE CONNECTORS

Depending on the type of connection
pipe connectors are been provided for
all the piping in LX unit.

All Coupling connection are just shown
for representation propose only.

Inlet and Outlet = Dia 141.3mm

Connectors at Inlet and Outlet connections of the Unit.

LConnector Element (1)
echanical
K Coefficien it

Flow Factor

Flow Configuration

Flow Direction

Loss Method

Hilow Siope Adjustrments

roject Browser - LX---1108-1358

System Classification Hydronic Supply
lechanical - Flow 3
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SERVICE CLEARANCE -
ON/OFF

Model No: 1108-1358 Service Clearance

Service Clearance spaces for LX unit are been provided with the LR (Left Right ) Service Clearance
option in construction parameter to hide and unhide in the project FB (Front Back) Service Clearance
environment.
Type Properties *

Family: LX---1108-1358 d Load...

Type: LX—1108 w Duplicate. ..
Rename...

Type Parameters

Parameter Value ~
PROTECTION GRILLS
LXXE-STANDARD
LXST-STANDARD
LOW NOISE LEVEL FAN AND ENCLOUSRE
EVAPORATOR WITH ONE PASS MORE
MEDIUM-TEMPERATURE BRIMNE SOLUTION
LOW-TEMPERATURE BRINE SOLUTION
REVERSED EVAPORATOR WATER CONNECT.
EVAPORATOR WITH OMNE PASS LESS

TATAL LICAT DE~~UEDy

R MRRERERERE

LOW NOISE LEVEL FAN AND ENCLOSURE
Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE
LP SINGLE-PUMP HYDRAULIC MODULE
HP DUAL-PUMP HYDRAULIC MODULE
HP SINGLE-PUMP HYDRAULIC MODULE

KERHR”E”EA

Service Clearance ON



SERVICE CLEARANCE -
ON/OFF

Model No: 1108-1358

Service Clearance spaces for LX unit are been provided with the
option in construction parameter to hide and unhide in the project
environment.

Type Properties X
Family: L¥-—-1108-1358 ~ Load...
Type: L%-—1108 ~ Duplicate. ..

Rename...

Type Parameters

Pararmeter Value ~
PROTECTION GRILLS
LXXE-STANDARD
LXST-STANDARD
LOW NOISE LEVEL FAN AND ENCLOUSRE
EVAPORATOR WITH OME PASS MORE
MEDIUM-TEMPERATURE ERIME SOLUTION
LOW-TEMPERATURE BRIME SOLUTION
REVERSED EVAPORATOR WATER CONMECT
EVAPORATOR WITH ONE PASS LESS

RRRRRRREA

Hydrenic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE
LP SINGLE-PUMP HYDRAULIC MODULE
HP DUAL-PUMP HYDRAULIC MODULE
HP SINGLE-PUMP HYDRAULIC MODULE

KERREREREA

Service Clearance OFF

Service Clearance

LR (Left Right ) Service Clearance
FB (Front Back) Service Clearance




TONNAGE
DETAILS

Model No: 1108-1358

Type Properties *
Family: L¥-—-1108-1358 ~ Load...
Type: L¥-—-1108 ~ Duplicate...
LX—-1358 Rename...

Type Parameters

Parameter Value -

Construction

UNIT EQUIPPED FOR AIR DISCHARGE DUC
PROTECTION GRILLS

LXXE-STANDARD

LX5T-STANDARD

LOW MNOISE LEVEL FAM AND ENCLOUSRE
EVAPORATOR WITH ONE PASS MORE
MEDIUM-TEMPERATURE BRINE SOLUTIO
LOW-TEMPERATURE BRINE SOLUTION
REVERSED EVAPORATOR WATER CONMEC
EVAPORATOR WITH ONE PASS LESS
TOTAL HEAT RECOVERY

Space constraints

LOW MOISE LEVEL FAM AND ENCLOSURE
Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE
HP DUAL-PUMP HYDRAULIC MODULE
HP SINGLE-PUMP HYDRAULIC MODULE

»

RRRKERRRRORRRR]RKERRERRE

2 Variants — ( 1108 Ton to 1358 Ton) Revit Family in project
Input Parameters




ELECTRICAL CONNECTION - DETAILS

Connector Element (1) -
Electrical - Loads
System Type Power - Balanced
Mumber of Poles 1
Power Factor State Lagging

Load Classification Other
Load Sub-Classificati.. i[7]

Voltage 0.00 W

Apparent Load 0.00 VA

Power Factor 1.000000
Identity Data

e —

Connector Description | Electrical Supply




LXST-
STANDARD

Type Properties
Family: LX—1108-1358 ~ Load...
Type: L¥---1108 w Duplicate. ..
Rename...
Type Parameters
Parameter | Value
Construction H

UNIT EQUIPPED FOR AIR DISCHARGE DUC

PROTECTION GRILLS

oo

LXST-STANDARD

LOW MOISE LEVEL FAN AMD ENCLOUSRE

EVAPORATOR WITH OME PAS5 MORE

MEDIUM-TEMPERATURE BRINE SOLUTIO

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER CONMNEC

EVAPORATOR WITH OME PASS LESS

TOTAL HEAT RECOVERY

Space constraints

LOW NOISE LEVEL FAN AMD ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODULE

Himmimninninininininininin o

Input Parameter

Standard Option




LXXE-
STANDARD

Type Properties
Family: L¥-—-1108-1358
Type: L%—1108

Type Parameters

Load...

Duplicate.

Rename,

Parameter

Value

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUC

>3

OOo T Tlon o

LXKE-STANDARD

CAST-STARNDARL

LOW MOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH OME PASS MORE

MEDIUM-TEMPERATURE BRIME SOLUTIO

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER CONMEC

EVAPORATOR WITH ONE PASS LESS

TOTAL HEAT RECOVERY

Space censtraints

LOW MNOISE LEVEL FAN AMD ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODLULE

HP SINGLE-PUMP HYDRAULIC MODULE

OO0O0OoO0o0oO0OoOoooooEmo

Input Parameter

Standard Option




UNIT EQUIPPED FOR AIR DISCHARGE DUCTING

Type Properties
Family: L¥---1108-1358
Type: LX-—1108

Type Parameters

S

Load...
Duplicate. ..

Rename...

Parameter

Value

UNIT EQUIPPED FOR AIR DISCHARGE DUCTING

LXKE-STANDARD

LX5T-5TANDARD

LOW MOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH OME PASS MORE

MEDIUM-TEMPERATURE BRINE SOLUTION

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER COMNECTIONS

EVAPORATOR WITH ONE PASS LESS

TOTAL HEAT RECOVERY

Space constraints

LOW MOISE LEVEL FAN AND ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODULE

INENNE I ) ) N

Input Parameter

UNIT EQUIPPED FOR AIR DISCHARGE
DUCTING
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TOTAL HEAT RECOVERY

Type Parameters

Type Properties >
Family: L¥-—1108-1358 hd Load...
Type: L¥--—-1108 ~ Duplicate. ..
Rename...

Parameter Value A

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUC 1]
PROTECTIONM GRILLS O
LXXE-STANDARD
LXST-5TANDARD O
LOW MNOISE LEVEL FAN AND ENCLOUSRE ]
EVAPORATOR WITH OMNE PASS MORE O
MEDIUM-TEMPERATURE BRINE SOLUTIO ]
LOW-TEMPERATURE BRINE SOLUTION O
REVERSED EVAPORATOR WATER CONMEC ]
EVAPQORATOR WITH ONE PASS LESS ]
L
L
|
[l
|
L
|
0l

>3

| |TOTALHEATRECOVERY —  [] |
Space constraints
LOW NOISE LEVEL FAN AND ENCLOSURE
Hydronic Medule

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE
LP SINGLE-PUMP HYDRAULIC MODULE
HPF DUAL-PUMP HYDRAULIC MCODULE
HP SINGLE-PUMP HYDRAULIC MODULE

Input Parameter

TOTAL HEAT RECOVERY
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EVAPORATOR WITH ONE
PASS MORE

OR

MEDIUM-TEMPERATURE
BRINE SOLUTION

OR

LOW-TEMPERATURE
BRINE SOLUTION

Type Properties
Family: L%-—1108-1358
Type: L¥-—1108

Type Parameters

e

Load...
Duplicate...

Rename...

Parameter

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUCTING

PROTECTION GRILLS

LXXE-STANDARD

LXST-STANDARD

orOan

ITH OME PASS MORE

MEDIUM-TEMPERATURE BRINE SOLUTION

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER COMNECTIONS

EVAPORATOR WITH OME PASS LESS

TOTAL HEAT RECOVERY

Space constraints

LOW MOISE LEVEL FAN AMND ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODULE

OO0O0O0O0OoO0o00oO0OR

Input Parameter

TOTAL HEAT RECOVERY
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EVAPORATOR WITH ONE PASS MORE +
REVERSED EVAPORATOR WATER
CONNECTIONS

OR

MEDIUM-TEMPERATURE BRINE
SOLUTION + REVERSED EVAPORATOR
WATER CONNECTIONS

OR

LOW-TEMPERATURE BRINE SOLUTION
+ REVERSED EVAPORATOR WATER
CONNECTIONS

Type Properties
Eamily: L¥—-1108-1358 w

Type: L¥—1108 -

Type Parameters

Load...
Duplicate. ..

Rename...

Parameter

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUCTIMNG

PROTECTION GRILLS

LXKE-STANDARD

aROnO

LXST-STANDARD

EVAPORATOR WITH OME PASS MORE

MEDIUM-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER CONNECTIONS

EVAPORATCOR WITH ONE PASS LESS

TOTAL HEAT RECOVERY

Space constraints

LOW NOISE LEVEL FAN AND ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODULE

OO00O00O00o00oOROORE

Input Parameter

CONNECTIONS

EVAPORATOR WITH ONE PASS
MORE + REVERSED EVAPORATOR
WATER CONNECTIONS

OR

MEDIUM-TEMPERATURE BRINE
SOLUTION + REVERSED
EVAPORATOR WATER CONNECTIONS

OR

LOW-TEMPERATURE BRINE SOLUTION +
REVERSED EVAPORATOR WATER

13




REVERSED EVAPORATOR
WATER CONNECTIONS

Type Properties
Family: L¥—1108-1358
Type: L¥—1108

Type Parameters

Load...
Duplicate...

Rename...

Parameter

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUCTING

PROTECTION GRILLS

LXKE-STANDARD

LX5T-STANDARD

LOW MOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH OME PASS MORE

MEDIUM-TEMPERATURE BRINE SOLUTION

Lo TERADCD A TLIDE DOIRIC ) | IT k]

REVERSED EVAPORATOR WATER COMNECTIONS

[

Euﬂ"UNﬂIUT\VTIII—IUI‘IEFH LL.

TOTAL HEAT RECOVERY

Space constraints

LOW MOISE LEVEL FAN AND ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODULE

OO0OoOooOpoOornOOooOoROn

Input Parameter

REVERSED EVAPORATOR WATER
CONNECTIONS
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EVAPORATOR WITH ONE PASS LESS

Type Properties x
Family: LX-—-1108-1358 hd Load...
Type: L¥-—-1108 ~ Duplicate. ..
Rename...

Type Parameters

Parameter

>

Construction

UNIT EQUIPPED FOR AIR DISCHARGE DUCTING

PROTECTION GRILLS

LXXE-STANDARD

LX5T-5TANDARD

LOW MOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH ONE PASS MORE

MEDIUM-TEMPERATURE BRINE SOLUTION

LOW-TEMPERATURE BRINE SOLUTION

BEVERCED FWVADCORATORWATER CORMECTIORE

EVAPORATOR WITH OME PASS LESS
ety

Space constraints

LOW MOISE LEVEL FAN AND ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODLULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODULE

OoOooOooooompooOOoOO0OorOn

Input Parameter EVAPORATOR WITH ONE PASS LESS
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EVAPORATOR WITH ONE PASS LESS +
REVERSED EVAPORATOR WATER
CONNECTIONS

Type Properties X
Family: LX—1108-1358 e Load...
Type: LX-—-1108 v Duplicate...
Rename...

Type Parameters

>

Parameter

Construction

UNIT EQUIPPED FOR AIR DISCHARGE DUCTING
PROTECTION GRILLS

LXHE-STANDARD

LXST-STANDARD

LOW MOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH OMNE PASS MORE + REVERSED EVAPOR
EVAPORATOR WITH ONE PASS MORE
MEDIUM-TEMPERATURE BRINE SOLUTION
LOW-TEMPERATURE BRIME SOLUTION

DEVEDCERN EUVADMDATAD WATED ~CkIbIE~TIAC

l EVAPORATOR WITH ONE PASS LESS
TOTAL HEAT RECOVERY

Space constraints

LOW MNOISE LEVEL FAN AND ENCLOSURE
Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE
HP DUAL-PUMP HYDRAULIC MODULE
HP SINGLE-PUMP HYDRAULIC MODULE

I} I ) G0 O )

Input Parameter EVAPORATOR WITH ONE PASS LESS +
REVERSED EVAPORATOR WATER
CONNECTIONS
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HYDRAULIC
MODULE

Type Properties

Family: L¥—--1108-1358

Type: L¥—1108

Type Parameters

Load...
Duplicate...

Rename...

Parameter

Value

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUC

ke d

PROTECTION GRILLS

LXKE-STANDARD

LXST-STANDARD

LOW NOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH OME PASS MORE

MEDILUM-TEMPERATURE ERINE SOLUTIO

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER CONMEC

EVAPORATOR WITH OME PASS LESS

TOTAL HEAT RECOVERY

Space constraints

LOW NOISE LEVEL FAN AND ENCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

JORROOOOROOO00RO0

LP 5INGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

HP SINGLE-PUMP HYDRAULIC MODLULE

o™

Input Parameter

HYDRAULIC
MODULE

o
£
£
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OPTION- LOW NOISE LEVEL FAN AND ENCLOUSRE

Type Properties

Family: L¥-—1108-1358

Type: LX-—1108

Type Parameters

~ Load...
w Duplicate. ..

Rename...

Parameter

Value

Construction
UNIT EQUIPPED FOR AIR DISCHARGE DUCTI

3

PROTECTIOM GRILLS

LXXE-STANDARD

LXST-STANDARD

LOW NOISE LEVEL FAN AND ENCLOUSRE

EVAPORATOR WITH OME PASS MORE + REV

EVAPORATOR WITH OME PASS MORE

MEDIUM-TEMPERATURE BRINE SOLUTION

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER CONMECTI

EVAPORATOR WITH OME PASS LESS

TOTAL HEAT RECOVERY

wSpaceconstiaings
E LOW NOISE LEVEL FAN AND ENCLOSURE
S, I R—

Hydronic Madule

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

OOoOooOOodRnOooOOoOooROoOn

HP SINGLE-PUMP HYDRAULIC MODULE

Input Parameter

LOW NOISE LEVEL FAN AND
ENCLOUSRE
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OPTION- PROTECTION
GRILLS

Type Properties *
Family: L¥-—1108-1358 w Load...
Type: LX---1108 w Duplicate...
Rename...
Type Parameters
Parameter | Value | ~
Construction A
T EQUIPPED EOB AR DISCHARGE DUICTL
r PROTECTION GRILLS 1

LXXE-STAMNDARD

L¥ST-STAMDARD

LOW NOISE LEVEL FAMN AND EMCLOUSRE

EVAPORATOR WITH OME PASS MORE + REV

EVAPORATOR WITH OME PASS MORE

MEDIUM-TEMPERATURE BERIME SOLUTION

LOW-TEMPERATURE BRINE SOLUTION

REVERSED EVAPORATOR WATER COMMECTI

EVAPORATOR WITH OME PASS LESS

TOTAL HEAT RECOVERY

Space constraints

LOW NOISE LEVEL FAN AND EMCLOSURE

Hydronic Module

Co-ordinate

LP DUAL-PUMP HYDRAULIC MODULE

LP SINGLE-PUMP HYDRAULIC MODULE

HP DUAL-PUMP HYDRAULIC MODULE

OO00OOO0OoOO0O0o0oo0o0OOoRORIA

HP SINGLE-PUMP HYDRAULIC MODULE

Input Parameter

OPTION-PROTECTION
GRILLS
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